[image: drainage.jpg]Sunshine Small Farm  
Tile-Drained Field ST
Original Nitrogen Load 
(20 lbs/acre/year):  2000 lbs/year
Reduction 1	    -
New Total:
Reduction 2	   -
New Total:
Reduction 3	   -
New Total:
Goal: 		1100 lbs/year

[image: drainage.jpg]McDonald Rented Farm  
Tile-Drained Field MT
Original Nitrogen Load 
(20 lbs/acre/year):  2000 lbs/year
Reduction 1	    -
New Total:
Reduction 2	   -
New Total:
Reduction 3	   -
New Total:
Goal: 		1100 lbs/year

[image: drainage.jpg]Blue Creek Big Farm  
Tile-Drained Field BT
Original Nitrogen Load 
(20 lbs/acre/year):  2000 lbs/year
Reduction 1	     -
New Total:
Reduction 2	   -
New Total:
Reduction 3	   -
New Total:
Goal: 		2200 lbs/year

Sunshine Small Farm  
[image: ]Undrained Field SU
Original Nitrogen Load 
(20 lbs/acre/year):  200 lbs/year
Reduction 1	    -
New Total:
Reduction 2	   -
New Total:
Reduction 3	   -
New Total:
Goal: 		110 lbs/year

McDonald Rented Farm  
[image: ]Undrained Field MU
Original Nitrogen Load 
(20 lbs/acre/year):  200 lbs/year
Reduction 1	    -
New Total:
Reduction 2	   -
New Total:
Reduction 3	   -
New Total:
Goal: 		110 lbs/year

[image: ]Blue Creek Big Farm  
Undrained Field BU
Original Nitrogen Load 
(20 lbs/acre/year):  200 lbs/year
Reduction 1	    -
New Total:
Reduction 2	   -
New Total:
Reduction 3	   -
New Total:
Goal: 		110 lbs/year


Nitrogen Load at the Watershed Outlet
[image: ]Original:		8,000 lbs/year
Reduction 1	     -
New Total:
Reduction 2	   -
New Total:
Reduction 3	   -
New Total:
[image: https://upload.wikimedia.org/wikipedia/en/a/aa/Stream_hydrograph.gif]Reduction 4	     -
New Total:
Reduction 5	   -
New Total:
Reduction 6	   -
New Total:
[bookmark: _GoBack][image: ]Reduction 7	     - 
New Total: 
Reduction 8	   -
New Total:
Reduction 9	   -
New Total:
Goal: 		     4,400 lbs/year
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Gage house

Diagram of a typical streamgage installation with

equipment used to measure stream stage (by LS. Coplin, U.S.
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